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Abstract:  
Offshore Wind Turbine foundations are subjected to a combination of cyclic and dynamic loading 
arising from wind, wave, 1P (rotor frequency) and 2P/3P (blade passing frequency). Under 
cyclic/dynamic loading, most soils change their characteristics. Cyclic and dynamic behaviour (i.e. 
shear modulus change and accumulation of strain) of a typical silica sand (RedHill 110) was 
investigated by a series of cyclic simple shear tests. The effects of application of 50,000 cycles of 
shear loading having different shear strain amplitude, cyclic stress ratio (ratio of shear to vertical 
stress), vertical stress and frequency were investigated. Test results were reported in terms of 
accumulated strain and change in shear modulus against the number of loading cycles. The results 
collaborated quite well with the observations from scaled model tests of different types of offshore 
wind turbine foundations and limited field observations. Specifically, the test results showed that; (a) 
Vertical and permanent strain (accumulated strain) is proportional to shear strain amplitude but 
inversely proportional to the vertical stress, frequency and relative density; (b) Shear modulus 
increases rapidly in the initial cycles of loading and then the rate of increase diminishes and reaches 
an asymptote. Discussion is carried out on the use of these results for long term performance 
prediction.  
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1.0 Introduction 
 

Offshore wind turbines (OWT) has established itself as a reliable option to generate power. The 
LCOE (Levelised cost of energy) of offshore wind is currently £114/MWh which is about 40% higher 
than whole sale energy price. Research is underway to reduce the cost of offshore wind power and 
one of the pathways in this reduction is optimising the foundation design, Carbon Trust [1]. In this 
context, it must be mentioned that the foundations costs between 25 and 34% of the overall costs, 
see for example [15].  
 

Designing foundations for OWT’s are challenging as these are dynamically sensitive 
structures in the sense that natural frequencies of these structures are very close to the forcing 
frequencies of the wind, wave and 1P (rotor frequency) and 2P/3P (blade shadowing frequency) 
loading. Typically for the widely used soft-stiff design (target frequency of the overall wind turbine is 
between 1P and 2P/3P), the ratio of forcing frequency (ff) to natural frequency (fn) is very close to 1 
and as a result is prone to dynamic amplification of responses such as deflection/rotation which may 
enhance the fatigue damage, thereby reducing the intended design life. Therefore, a designer apart 
from accurately predicting the natural frequency of the structure, must also ensure that the overall 
natural frequency due to dynamic-soil-structure-interaction does not shift towards the forcing 
frequencies making the value of ff/fn even closer to 1. Therefore foundations are one of critical 
components of Offshore Wind Turbines not only because of the overall stability of the structure but 
also due to financial viability of the project. Further details on loading and dynamic issues can be 
found in [2 3 4 5 6]   
 
Monopiles (large diameter, typically 3m to 7m dia, steel tubes inserted deep into the ground) are 
commonly used foundations for these turbines in water depths of less than about 25m. Research are 
underway to use even larger diameter monopiles (called XL piles) for deeper waters. Figure 1 shows 
a schematic diagram of a monopile supported wind turbines with the main loads acting on it. Further 
details on the 4 types of loading can be found in Arany et al [7]. Typically in shallow to medium deep 
waters, the wind loading at the hub will produce the highest cyclic overturning moment at the 
mudline. However, the frequency of this loading is extremely low (typically 1/600Hz) with no tuning 
effects with the structure itself causing a cyclic soil-structure interaction.  On the other hand, the 
wave loading will also apply overturning moment at the mudline and the magnitude depends on 
water depth, significant wave height and period. Typical wave frequency will be in the order of 0.1Hz 
(for North Sea) and it will have some dynamic effects. Analysis carried out by Arany et al [7] showed 
that the loads from 1P and 3P are orders of magnitude lower than wind and wave but they will have 
highest dynamic amplifications. The effect of dynamic amplifications due to 1P and 3P will be small 
amplitude vibrations (resonance type). Resonance has been reported in operational wind farms in 
German North Sea, see Hu et al [8]. Furthermore, there are added soil-structure interactions due to 
many cycles of loading and the wind-wave misalignments. Typical estimates will suggest that 
offshore wind turbine foundations are subjected to 10 to 100 millions of cycles of varying strain 
amplitudes over its lifetime (25 to 30 years). The strain cycle amplitude will be random/irregular and 
have broadband frequencies ranging from 0.01 Hz to 0.8 Hz.  
 
Based on the discussion above, the soil-structure interaction can be simplified into two 
superimposed cases and is shown in Figure 1 and discussed below: 
 

(a) Cyclic overturning moments (typical frequency of 1/600Hz) due to lateral loading of the wind 
acting at the hub. This will be similar to a “fatigue type” problem for the soil and may lead to 
strain accumulation in the soil giving rise to progressive tilting. Due to wind and wave load 
misalignment, the problem can be bi-axial. For example, under operating condition, for 
deeper water and further offshore sites, wind–wave misalignment will be minimum for most 



 

of the time. Wave loading, on the other hand, will be moderately dynamic as the frequency 
of these loads are close to natural frequency of the whole wind turbine system (typical wind 
turbine frequency is about 0.3Hz).    
  

(b) Due to the proximity of the frequencies of 1P and 3P loading to the natural frequency of the 
structure, the wind turbine system is expected to resonate (i.e. small amplitude vibration) 
which, is reported in German Wind farm projects [8]. The manifestation of this is a strain in 
the monopile at the first natural frequency of the whole system. This is resonant type 
mechanism and will involve compaction of the soil.          

   
1.1 Load directionality and cycles of loading on the foundation  
 
The cycles of loading acting on a wind turbine foundation is complex due to the fact that different 
amplitudes of wind and wave loads acts in random direction. In a fully developed sea, wind and 
waves are correlated as it is the blowing wind that causes the waves (wind waves). In such cases 
there will be little misalignment between the wind and wave and it can be assumed that the loads 
are co-linear. The codes requires to investigate wind wave misalignment i.e. under what scenarios 
they will be non-aligned and to assess the effects. However, in this study, the effect of cycles of 
loading has been investigated for a particular direction i.e. it is assumed that wind and wave are 
collinear.  Essentially, if the fetch (distance from the leeward to the shore) is short, wind and wave 
direction are not well correlated and this may lead to higher wind-wave misalignment. If the fetch is 
large i.e. the wind turbines are founded further offshore, there is a better correlation and it is 
expected better wind and wave alignment. Apart from wind waves, residual effects from storm from 
elsewhere (often known as swell waves) can cause wind wave misalignment.  
 
Analysis of measured data from Blyth site (being close to shore) showed non-aligned wind and wave 
for most of the time. There is also a further issue on load directionality due to the fact that the 
direction of the wind can change diurnally. The modern turbines (through yaw control action) 
changes the rotor direction constantly to face the wind so as to maximise the power generation. It is 
therefore clear that the stresses in the soil around the foundation is a complex process and very 
difficult to ascertain a priory. 
 

 
 

Figure 1: Loads acting on a monopile supported wind turbine  
 



 

The aim of this paper is therefore to study the “fatigue” type soil-structure interaction (cyclic soil-
structure interaction) through element testing of the soil i.e. how does a soil respond to many cycles 
of loading due to different amplitudes of strain. Figure 2 shows a soil element (denoted by A) close 
to the pile which is subjected to large number of cyclic loading. Cyclic shear test has been carried out 
on a silica sand on three different relative densities (25%, 50% and 75%) where 50,000 or more 
cycles of uniform cyclic strain of different amplitudes were applied. Tests were carried out at 
different frequencies to see the rate effect. The intention is to develop a framework of 
understanding which can be used to develop a methodology for prediction of long term 
performance.  
 
    

 
 

Figure 2: Fatigue type soil-structure interaction 
 
 
2.0 Dynamic Simple Shear Apparatus, materials and method of testing: 
 
Dynamic simple shear (DSS) apparatus, as shown in Figure 3(a&b), is used for testing a cylindrical 
samples of 50mm in diameter and 20mm in height. The apparatus is capable of applying vertical and 
horizontal loads using two electro-mechanical dynamic actuators and the vertical and horizontal 
displacements can be measured using encoders within the servo motors. Different wave forms 
which includes sinusoidal, square, triangular, saw tooth, haversine can be applied. The apparatus is 
capable of applying user defined waveform. In the current context of offshore wind turbine, user 
defined function can be used to simulate random wind and wave loading. External LVDT’s were also 
used to record displacements and to verify the effectiveness of feedback control. Loads up to +/-5kN 
can be applied in two directions with horizontal travel up to 25mm and vertical travel of 15mm. 
These are sufficient to study the effects of large strain levels applied to the soil. This therefore allows 
to study effects of cyclic shear stress under drained and undrained conditions. The loads can be 
applied at frequencies of up to 5Hz. This apparatus was used to investigate the cyclic behaviour of a 
silica sand (typical of North Sea) by maintaining the constant vertical consolidation stress while 
cycling the shear strain in horizontal direction, see Figure 4.  
 
Material 
RedHill 110 Sand (poorly graded fine grained silica sand) was tested in this research as this soil has 
been used to carry out scaled model tests on different types of foundations. The sand has a specific 



 

gravity, Gs of 2.65 and minimum and maximum void ratio of 0.608 and 1.035 respectively. Further 
details of the properties can be found in [5].   
 

 
Figure 3(a): Dynamic Simple Shear Apparatus 
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Figure 3(b): Dynamic/Cyclic Simple Shear Apparatus with details of the sample 

 

 
Figure 4: Loading method of cyclic simple shear test 

                         
Testing procedure and Testing Programme 
 
Specimens of 50 mm diameter and 20 mm height were prepared for testing. A membrane was first 
rolled over the base pedestal and was sealed using an O-ring. Sand was poured into the mould 
together with gentle tamping on the top layers to obtain the required relative density. Once the 
sample is poured to the desired height, the top-cap is placed and membrane is pulled over and 
secured using double O-rings. The top plate assembly, vertical load cell and external displacement 
transducer were attached and the specimen was ready for testing.  
 

Strain controlled tests were carried out on a loose to medium dense sand (Dr=50%) whereby 
the shear strain amplitudes were ranging from 0.02% to 10% and 50 000 cycles were applied. Table 1 
shows the testing programme followed. The following types of tests were carried out: 

Series A: Cyclic shearing at seven different shear strain amplitudes (γc) with constant vertical 
stress of 100kPa. 

Series B: Cyclic shearing at three different vertical stresses (σv) with shear strain amplitude of 
0.2%. 

Series C: Cyclic shearing at two frequencies with shear strain amplitude of 0.2% and a constant 
vertical stress of 100kPa.  

Series D: Cyclic shearing at two relative densities with shear strain amplitude of 0.2% and a 
constant vertical stress of 100kPa.  

 
Table 1: Testing programme  

 
Series Test Relative 

density, 
Dr 

Frequen
cy (Hz) 

Vertical 
Stress, 
σv'(kPa) 

Shear 
strain 
Amplitude 
(%) 

Shear 
stress, 
τmax 
(kPa) 

Cyclic 
Stress 
Ratio 
(CSR), 
τmax/σv' 

Cycles 

A 
 

T1 50 % 0.5 100 0.02 5 0.05 50,000 
T2 50 % 0.5 100 0.1 13 0.13 50,000 
T3 50 % 0.5 100 0.2 17 0.17 50,000 
T4 50 % 0.5 100 0.3 18 0.18 50,000 
T5 50 % 0.5 100 0.4 20 0.20 50,000 
T6 50 % 0.5 100 0.5 26 0.26 50,000 
T7 50% 0.5 100 10.0 95 0.95 50,000 

B 
 

T3_1 50 % 0.5 25 0.2 21 0.84 50,000 
T3_2 50 % 0.5 50 0.2 10 0.2 50,000 
T3_3 50 % 0.5 200 0.2 44 0.22 32,750 

Shear strain, γ 
Cyclic 

Vertical stress, σv      
Constant 



 

C 
 

T3_I 50 % 5 100 0.2 12 0.12 250,000 
T3_II 50% 2.5 100 0.2 7 0.07 250,000 

D 
 

T3_a 25 % 0.5 100 0.2 15 0.15 50,000 
T3_b 75 % 0.5 100 0.2 14 0.14 50,000 

 
3.0 Test Results and Discussion: 
 
3.1 Effect of shear strain amplitude on accumulated strain and shear modulus  
Figures 5 and 6 shows the vertical strain and permanent vertical strain accumulation with number of 
cycles for seven shear strain amplitude tests for a vertical consolidation stress of 100 kPa. The 
vertical strain is the combination of permanent (irrecoverable) and resilient (recoverable) portion of 
strain. On the other hand, the permanent vertical strain is the permanent portion of strain 
(irrecoverable portion of strain) which occurs in the vertical direction. The rate of vertical strain 
accumulation reduces with number of cycles. Also, the accumulated vertical strain increases with 
increasing shear strain amplitude. Table 1 shows the Cyclic Stress Ratio (CSR) i.e. (τmax/σv') for each 
of the Series A tests.  
 
It may be observed that with increasing CSR, the rate of accumulation of vertical strain increases and 
rapidly reaches the asymptotic value. This observation is similar to Silver and Seed [9] where cyclic 
simple shear experiments were carried out on crystal silica sand for approximately 300 cycles. Figure 
7 shows the shear modulus of the soil plotted for seven different shear strain. As expected, the 
initial shear modulus (i.e. before the cyclic stresses are applied) is dependent on the shear strain 
amplitude and reduces with increasing strain. The tests showed that the shear modulus increases 
with cycles of load.  
 

  
 
 

Figure 5: Vertical strain accumulation at vertical consolidation stress of 100 kPa 
 

  
 

Figure 6: Permanent vertical strain at vertical consolidation stress of 100 kPa 



 

 
 

 
 

Figure 7: Shear modulus with number of cycles at vertical consolidation stress of 100 kPa. 
 
3.2 Effect of vertical consolidation stress 
The effect of vertical stress on the settlement of sand was studied by varying the vertical stress for 
constant shear strain amplitude of 0.2 %. Figure 8 (a & b) shows that the vertical strain accumulation 
decreases with higher vertical stress.  Figure 9 plots the change in shear modulus with cycles of 
loading for increasing vertical consolidation stress suggesting shear modulus increase with increasing 
depth which is consistent with the expectations and observations of Series A tests.  
 

  
 
Figure 8: Vertical strain accumulation for different vertical consolidation stress applied at constant 
shear strain amplitude of 0.2%. 
 
3.3 Effect of frequency 
 
The effect of frequency of cyclic loading was studied by varying the frequency of loading at a 
constant shear strain amplitude of 0.2 % and a constant vertical stress of 100 kPa. Vertical and 
permanent vertical strain reduces with increasing frequency, see Figures 10 (a&b). However the 
trend is similar. Figure 11 plots the shear modulus with number of cycles for three different 
frequencies. The shear modulus is found to increase with cycles of loading.  
 

 
Table 2: Effect of frequency on vertical strain accumulation 

 
Frequency (Hz)  Cycle time (s) Total time to Permanent vertical 



 

complete 50,000 
cycles 

strain (%) at 50,000 
cycles 

0.5 2 100,000 1.1 
2.5 0.4 20,000 0.7 
5 0.2 10,000 0.5 

 

  
Figure 1: Vertical strain for different frequencies at constant shear strain amplitude of 0.2% and 
vertical stress of 100 kPa. 
 

 
 
 
Figure 11: Shear modulus for different frequencies at constant shear strain amplitude of 0.2% and 
vertical stress of 100 kPa. 
 
3.4 Effect of density 
 
The effect of density on behaviour of sand during cyclic loading was investigated for 3 relative 
densities [25%, 50%, and 75%] for a constant shear strain amplitude of 0.2 % and constant vertical 
stress of 100 kPa. Vertical and permanent vertical strain reduces with increasing relative density, see 
Figure 12(a&b). In other words, sands with lower relative density will have a higher strain 
accumulation. Similar observations were also reported by Seed and Silver [9] but for much lesser 
number of cycles. Shear modulus also increases with cycles of loading, see Figure 13.   
 



 

  
Figure 12: Vertical strain for varying relative densities at constant shear strain amplitude of 0.2% and 
vertical stress of 100 kPa. 
 

 
 
Figure 23: Shear modulus for varying relative densities at constant shear strain amplitude of 0.2% 
and vertical stress of 100 kPa. 
 
4.0 DISCUSSION AND CONCLUSIONS 
 
4.1 Element tests, Scaled model tests and DEM study 
 
The reported cyclic simple shear test under different stress conditions (different strain amplitudes, 
frequency or density) showed that shear modulus increases with cycles of loading. The increase is 
shear modulus is pronounced in the first few hundred cycles and then it stabilises. This result is 
consistent with the scaled model tests carried out on wind turbine foundations either in centrifuge 
[10] or 1-g [2 3 4 5 6 16] and Discrete Element Method (DEM) study [11].  
 
Cox et al [10] carried out a series of centrifuge tests conducted on cyclically loaded suction caissons 
in very dense dry sand where 12,000 cycles were applied. During each test, changes in foundation 
stiffness, the accumulation of rotation and settlement of the system were measured. It was found 
that the rotational caisson stiffness increased logarithmically with the number of loading cycles due 
to the change in soil stiffness. The accumulation of rotation of the caisson was also observed to 
increase with number of cycles. 
  
Figure 14 shows a graph obtained from a scaled model test study [5] on monopiles where the 
observed change in natural frequency of the whole system is plotted with number of cycles for 
various levels of strains in the soil next to the pile. The strain field in the soil next to the pile is 
expressed in the figure by a non-dimensional group (P/GD2) where P is the lateral load, G is the 
Shear Modulus of the Soil and D is the monopile diameter. Further details on the scaling relations 



 

can be found in Bhattacharya et al [4] and Lombardi et al [12].The main observations from the tests 
for loose to medium dense sand is that the natural frequency of the overall system increases with 
cycles of loading due to the increase in soil stiffness possibly due to densification.   
  

 
 
Figure 14: Observed change in natural frequency with number of cycles for different strain level in 
the soil around the pile   
 

Numerical simulations were performed to investigate the soil stiffness change surrounding a mono-
pile foundation. DEM was found to be more appropriate than other numerical methods (e.g. FEM) as 
it allows the monitoring of change in soil stiffness, and more importantly it offers a method to 
analyse the micromechanics, which underlies the stiffness change. Cui and Bhattacharya [11] used 
an open-source DEM code to simulate the soil stiffness changes. In the DEM model, a soil tank 
(100mm × 100mm × 50mm) with mono-pile embedded was created to obtain qualitative 
characteristics of soil behaviours, not to quantitatively reproduce the scaled model tests presented 
in [5]. The soil tank is filled by 13,000 spherical particles with radii in the range of 1.1-2.2 mm. The 
pile is 20mm in diameter (similar to the scaled model tests) and embedded to a depth of 40mm. 
Once the soil particles were cycled to equilibrium, cyclically horizontal movements were assigned to 
the pile to simulate the cyclic movements of OWT mono-pile due to the cyclic loadings. Two strain 
amplitudes of different orders of magnitude, 0.1% and 0.01%, were chosen to see the effects of 
strain levels. As constrained by the computational time, 500 and 1000 strain cycles were simulated 
for 0.1% and 0.01% strain amplitude, respectively. The current simulation for 0.1% strain amplitude 
requires about 1 month in computational time.  

The total horizontal stress applied on the pile versus the horizontal strain of soil is illustrated 
in Figure 15. The secant Young’s Modulus of soil in each cycle was calculated by determining the 
slope of a line connecting the maximum and minimum points of each full loop, see Figure 16. It is 
evident that the secant Young’s Modulus of soil increased during the cyclic loading. A clearer 
evolution of secant Young’s Modulus is shown in Figure 16. At strain amplitude of 0.01%, there were 
severe oscillations on the Young’s Modulus. However, it is still observed that the Young’s Modulus 
increased steadily from 1.50 MPa to 1.84 MPa (22.7% increases) in the first 500 cycles and fluctuated 
around 1.85 MPa in the next 500 cycles. At strain amplitude of 0.1%, Young’s Modulus increased 
dramatically from 450 kPa to 800 kPa (77.8% increases) in the first 30 cycles. The increasing rate 
reduced in the following cycles and the modules reached 1.14 MPa at the end of 500 cycles.  

 



 

Similar observations on increase in foundation stiffness with cycles of loading were also reported by 
Cox et al [11]. Bhattacharya et al [13] carried out experimental testing of a 1:100 scaled wind turbine 
on different types of foundations to study the long term behaviour under the action of the dynamic 
loading. One of the main observations is that the natural frequencies of wind turbine systems 
change with repeated cycles of loading. The element test results presented in this paper collaborates 
quite well with observations of the scaled model tests and DEM study that the shear modulus 
increases with cycles of loading.  

 
 

Figure 15. Hysteresis loops formed by stress-strain curves; (a) Strain amplitude 0.01%, (b) Strain amplitude 
0.1% 
 

 

Figure 16. Secant Young’s Modulus of soil during cyclic loading 

4.2 Existing theoretical framework for Prediction of long term performance (foundation 
stiffness change and deformation)  
 
While, offshore wind turbine structures are designed for an intended life of 25 to 30 years, but little 
is known about their long term dynamic behaviour under million of cycles of loading. While 
monitoring of existing offshore wind turbine installation is a possibility and can be achieved at a 
reasonable cost, full scale testing is very expensive. An alternative method is to carry out a carefully 
planned scaled dynamic testing to understand the scaling/similitude relationships which can be later 
used for interpretation of the experimental data and also for scaling up the results to real prototypes.  
 
Leblanc et al [13] and later Cox et al [10] proposed an expression for change in foundation stiffness 
with number of cycles as shown by Equation 1. 
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where K0 is the initial foundation stiffness and N is the number of cycles, AK is a constant depending 
on the problem (load directionality and magnitude). However, the change in monopile stiffness is 
closely (if not solely) linked to change in soil stiffness. Numerical based methods have been 
proposed by Achmus et al [14], Bisoi and Halder [17 18] to analyse the soil-structure interaction 
issues. 
 

Rotation of a foundation (monopile or a caisson) 

Based on number of experimental investigations on monopiles and caissons, Equation 2 has been 
proposed to predict describe the accumulation of rotation with number of cycles [10] based on the 
data collected in this study and best fitted. 

α

θ
θ NTN

S

.)(
=

∆
         (2) 

where N is the number of cycles and T is function of two parameters:  
(a) 𝜉𝜉𝑏𝑏 which specifies ratio of the maximum moment to the static moment capacity, and  
(b) 𝜉𝜉𝑐𝑐 which represents the relative directionality (where 𝜉𝜉𝑐𝑐 = -1 represents a symmetrical two-

way loading and 𝜉𝜉𝑐𝑐 = 0 represents a purely one-way regime) 
 
For each loading condition the accumulation or retention of rotation could be assessed. The 
resulting change in rotation )(Nθ∆ could then be normalised with respect to the static rotation of 
the foundation [θs]. The fitting parameter α ranges between 0.18 and 39 and is obtained through 
scaled model tests where standard laboratory tests were used. 
 
The next section highlights the main limitations of the above method:  

(a) Equation 2 predicts a continuous increase of tilting with cycles of loading which seems to be 
physically unrealistic and may lead to overestimation of the tilt and uneconomic foundation 
design.  

(b) It is difficult, if not impossible, to reduce a many millions of complex load pattern (wave, 
wind, 1P and 3P) into a single amplitude (T) and cycle count value (N) number. The method 
may work if it calibrated which seems a formidable task.     

(c) The load acting on the foundation is a combination of different amplitudes arising from four 
different loads and may act in two different planes. However, the above method cannot take 
into account wind and wave misalignment. Apart from the above, wind turbine may vibrates 
in more than one direction and these directions will be different even in a single day.  

(d) The method is calibrated for laboratory sand and real soil will have a very different 
behaviour. Therefore using equation 2 for real problems needs further thoughts.     

 
4.2 Possible use of element tests for long term prediction 
     
Element test presented in this paper shows sheds light on the cyclic soil-structure interaction and 
can be used to predict the long term change in soil stiffness under different combination of loads. 
While there is continual increase in accumulated strain, there is a flattening of the shear modulus 
suggesting non-progressive (non-monotonous) tilting of the foundation. Considering Figure 5, strain 
level depicted in tests T7 will have a very low probability of occurrence in the life time while strain 
levels in T1 will have a high probability i.e. operating condition. Again based on the understanding 
developed on the particular soil from the site (say Figure 5), one can find the damage equivalence 
(i.e. for example accumulation of strain) of N1 cycles of a particular strain level to N2 cycles of 



 

another strain level. For example based on Figure 6, it is clear that 50 cycles of 0.5% strain level will 
cause a similar amount of strain accumulation to about 175 cycles of 0.4% strain level. The real 
challenge is how to understand whether or not a linear strain accumulation model (as in fatigue) is 
acceptable for soils. In other words, if the application of different strain levels due to extreme events 
(breaking waves, swell etc) in the life time of the wind turbine predicted by the linear model 
presented by Equation 2.   
 
An alternate way to avoid these issues is find out from element tests, a threshold strain (such as test 
T1 where 0.02% strains were applied in Figures 5 and 6) where cycles of loading will not cause any 
strain accumulation. In analogy with Fatigue Limit, this is Endurance limit of the material. Zero strain 
accumulation will suggest no tilting and it may imply larger pile diameter. If zero accumulation is 
ensured, it will not matter if the loading is one way cyclic or two way cyclic. Clearly, it is very difficult 
to predict the loading pattern for an offshore wind turbine for its entire life time.  
 
Conclusions  
A series of element tests using Dynamic/Cyclic Simple Shear (DSS) Apparatus has been carried out to 
find out the change in shear modulus of the soil under different conditions of cyclic loading. The 
loading pertained to the particular scenario of offshore wind turbines. The results obtained from the 
element tests reinforced the observations from the scaled model tests and numerical work further 
boosting our confidence in the understanding of the physical mechanism and processes controlling 
the long term behaviour of these new structures. While scaled model tests can be insightful to 
understand the physical mechanisms, the scalability of the results to real application is difficult if the 
same soil is not used for the model tests. In such cases, element tests provides a better alternative. 
This paper shows element tests that may be helpful to predict the long term performance.    
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